“UC'DE"'“NUODEAN PUMPCO.LTD SALES&ENGINEERING DATA MODEL: DP11-25BPXXXXXX

1"PLASTIC AIR OPERATED DOUBLE DIAPHRAGM PUMP Rev.A

Model: DP11-25BPXXXXXX
*SPECIFICATIONS:

Air Inlet(Female): 3/8"BSPT(3/8"NPT Available On
Request)

Fluid Outlet(Female): 1" ANSI/DIN Flange
Fluid Inlet(Female): 1" ANSI/DIN Flange
Maximum Flow Rate: 50GPM(189LPM)

Max. Operating Pressure: 120psi(8.3bar)
Fluid Pressure Range: 20-120psi(1.4-8.3bar)
Suspended Solids Max. Dia.: 1/8"(3.3mm)
Maximum Dry Suction Lift: 15 feet(4.6m)
Weight: 23.51bs(10.65kQ)

Sound Level: 70PSI 60 Cycles/Min 80.6db(A)

+PRODUCT ADVANTAGES:

1. Stall-free Design. 5. Big flow Rate:Faster pump reversing

2. Self-lubricating,lube-free and maintenance- increases flow to a certain extent.

free air system. 6. Anti-icing design:With built-in vacuum pump
3. More flow and less pulsation:Pilot Air- chamber,itis anti-icing and effectively reduces
distribution Valve provides an the discharge air pressure and noise from work.

positive,reliable,faster shif signal that avoids
stall-out,and provides faster pump trip-over with
more flow and less pulsation.

4.The use of dual ceramic dynamic seals:More
wear-resisting and to prevent & discharge
pollution;Applicable to the harsh environment of
air source;Long lifetime.

+MODEL DESCRIPTIONS & ORDERING:

Model DP11 25

Product Pump| Check Valvel Wetted| Diaphragm Center Fluid
. . . Valve | Valve . . Hardware
Series Size Type Parts | Material Section| Connections
Ball Seat
Pump Size 25-1"
Check Valve Type |B-Ball
Wetted Parts A-Aluminum [-Ductile Iron S-Stainless Steel H-Alloy C P-PP
Shayelhires i Mkl 1-Neoprene 2-Nitrile . 3-Viton 4-PTFE/Santoprene
5-EPDM 6-Composite PTFE 7-Santoprene 8-Hytrel
1-Neoprene 2-Nitrile 3-Viton 4-PTFE
Check Valve Ball  |5-EPDM 6-Acetal 7-Polyurethane 8-Stainless Steel
9-Hytrel B-Santoprene A-Alumimum
1-Aluminum 2-316 Stainless Steel |3-Polypropylene 4-Kynar PVDF
Check Valve Seat - i
5-Carbon Steel  6-Nylon 7-Hard 440 Stainless
Steel
Center Section  |A-Aluminum [-Ductile Iron S-Stainless Steel H-Alloy C
Fluid Connections [N-NPT Threads |B-BSPT Threads F-ANSI 150 Flange  G-PN16/PN10 Flange
Hardware C—Carb.on Steel S-Stainless Steel
Galvanized
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*PERFORMANCE CURVES:

204 (8 1/327]

1536 1/32"] 113 14 77161

«n
— e 5 15 20 30 40 45 AIR CONSUMPTION IN SCFM
w — T T T T
E 125 1 \ \ \ \\ \ ‘
[T \ vy Performance based on water
U \ \ K at ambient temperature.
| 1 \ \ \
250-— RN \ N
100 ' . 7 . S
\ Opa, \ \
! \ \\ \9/ \ \\
_ I \ 700‘ \ \\ N
g 200 ! : Ry 5 N
- 1
; 75 ! T NPSH,
] 20 p,
£ 50 8y | a0
H I
§ 50 i 125
2 |
5 100+— \ L1920
2 \ 40p,
N
\ —15
25 :
507~ N +10
o |
0— 0 S Lo
0 15 55
CAPACITY IN U.S. GALLONS PER MINUTE
2 o«
g 3
1050 10 \ 58 12 16 2022 AIR CONSUMPTION IN LITERS / SEC|
T T T T A} \ T
T I Performance based on water
[ \ N AR at ambient temperature.
| \ \|
: ‘\ \ \\ \\\ \\\
so— 8 ‘ T ‘\ N
\\ \ \\ Y
g \\ \ \\ \\\ \\ \
T Y
i \ 83BAR . [\
2 60— 6 P~ - - T12
5 N NN NPSH,
8 . \\ 6.9 BAR R 2
3 NBN
= 4.8 BAR \\\ N “O g
2 a0 4 =5 NN 182
\ N N AN Q
N < NN g
- N N =
o| 28BAR | N RN g
20— < S S 4435
>~ ~ o
<o S~ - =
o0 e S— Lo
0 50 170 210

90 130
FLOW RATE (LITERS / MIN)

NPSH REQUIRED IN FEET

7\
1

® ©)
O O
o] [0
|
12815-1/32"|
159 [6 1/4°]
*REPAIR/SERVE KITS:
Pump Model:

DP11-25BP [X][XIXXXX

Fluid Section Service Kit:

SERVE225F-[X][X]

Diaphragm Material

Ball Material
EXAMPLE:

If pump model: DP11-25BP44XXXX,

so fluid section service kit is:
SERVE225F-44

Air Section Service Kit:
SERVE225A

Http://www.nuodeanpump.com

E-mail: sales@nuodeanpump.com

page 20f2



	页 1
	页 2

