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Qingdao Nuodean Fluid Equipment Co., Ltd, is engaged in the researchment & development,
production, sales of diaphragm pumps. We have our own core technology and patents. Our
pumps have been sold to many countries in the world. We are professional in the field of
diaphragm pumps.

Our company culture is "Quality and Innovation".

For quality, in order to ensure the provision of high-quality goods to our customers, we strictly
control every step from detailly designing, selecting of raw material, monitoring of every
production process, testing, to final package.

Forinnovation, we mainly devide it into two parts:

We continuously upgrade and improve our existing products to further enhance their
performance.

We continuously develop new products to meet more needs of our customers.

In addition to the W series products that are our core products, there are other series of
products, such as DP series, ZG series, etc., to meet the needs of different user groups.

Thank you for reading the introduction about our company. Our company believes that we can
cooperate very quickly, and our company believes that our cooperation will be very exciting and
brilliant. We will benefit from each other, make progress together, and move towards tomorrow’s
brilliance and success.
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Material Service Guideline ViSCOSity CO nverSion

This chart is a quick reference guide.
Always check material compatibility with a trusted chemical guide. Cha rt

Scale 1 -5 (5 is best)

. . . Saybolt
Max. ngratlng Ch?mlcal Ab!'aSIOH . Centi Universal Saybolt ~ Ford Ford Zahn Zahn  Zahn
Temp Limit F (C) Resistance Resistance Flex Life* Poise  Poise  (SSU) Furol  No.3 No.4 No.1 No.2 No.3
Acetal 180 (82) 3 3 - 1 01 31
. 2 02 34
AIumlnum - 1 3 - 4 04 38
7 07 47 8
Cast Iron - 3 4 - 10 10 60 9 5 30 16
P 15 15 80 13 10 8 34 17
Geolast (Nitrile Based) 180 (82) 2 2 3 o o I I o - I
_ _ _ 25 24 130 17 15 12 41 19
HaSte”Oy ¢ > 30 30 160 19 19 14 44 20
Hytre| 150 (66) 2 4 4 40 40 210 24 25 18 52 22
50 50 260 29 29 22 60 24
Neoprene 200 (93) 2 2 3 60 60 320 34 33 25 68 27
. 70 70 370 39 36 28 72 30
Nitrile 180 (82) 2 2 3 80 80 430 42 41 31 81 34
90 90 480 49 45 32 88 37 10
Polypropylene 175 (80) 4 2 - 100 1.0 530 54 50 34 41 12
120 1.2 580 59 58 41 49 14
Polyurethane 150 (66) 1 4 140 14 690 70 66 45 58 16
PTFE 225 ('I 07) 5 2 4** 160 1.6 790 79 72 50 66 18
180 1.8 900 91 81 54 74 20
PVDF 200 (93) 5 2 - 200 2. 1000 100 90 58 82 23
220 22 1100 110 98 62 88 25
Santoprene 225 (107) 4 4 5 240 2.4 1200 120 106 65 27
- - 260 26 1280 128 115 68 30
Stain Steel (300 Series) - 4 4 - 280 28 1380 138 122 70 32
. . 300 3.0 1475 148 130 74 34
Stain Steel (400 Series) - 3 5 - 320 32 1530 153 136 89 36
340 3.4 1630 163 142 95 39
Viton 350 (177) 4 2 1 360 3.6 1730 173 150 100 4
380 3.8 1850 185 160 106 43
 dopes o dpvogms ny. NSO BN :
e o ) .
Increased flex life with use of santoprene diaphragm backer. 440 4 2160 216 188 124 50
460 46 2270 227 200 130 52
NOTE: Temperatures are reference for materials only. Refer to operator’s manual for maximum 480 4.8 2380 238 210 137 54
; 500 5.0 2480 248 218 143 58
pump operating temperature. 550 55 2660 266 230 153 64
600 6.0 2900 290 250 170 68
700 7.0 3380 338 295 194 76
800 8.0 3880 388 340 223
900 9.0 4300 430 365 247
1000  10.0 4600 460 390 264
1100 11 5200 520 445 299
1200 12 5620 562 480 323
1300 13 6100 610 520 350
1400 14 6480 648 550 372
1500 15 7000 700 595 400
1600 16 7500 750 635 430
1700 17 8000 800 680 460
1800 18 8500 850 720 490
1900 19 9000 900 760 520
2000 20 9400 940 800 540
2100 21 9850 985 835 565
2200 22 10300 1030 875 592
2300 23 10750 1075 910 617
2400 24 11200 1120 950 645
2500 25 11600 1160 985 676
3000 30 14500 1450 1230 833
3500 35 16500 1650 1400 950
4000 40 18500 1850 1570 1060
4500 45 21000 2100 1780 1175
5000 50 23500 2350 1350
5500 55 26000 2600 1495
6000 60 28000 2800 1605
6500 65 30000 3000 1720
7000 70 32500 3250 1870
7500 75 35000 3500 2010
8000 80 37000 3700 2120
8500 85 39500 3950 2270
9000 20 41000 4100 2360
9500 95 43000 4350 2470
10000 100 46500 4650 2670
15000 150 69400 6940
20000 200 92500 9250
30000 300 138600 13860
40000 400 185000 18500
50000 500 231000 23100
60000 600 277500 27750
70000 700 323500 32350
80000 800 370000 37000
90000 900 415500 41550
100000 1000 462000 46200
125000 1250 578000 57800
150000 1500 694000 69400
175000 1750 810000 81000
200000 2000 925000 92500
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Non-Metallic Air Operated Double Diaphragm Pump Overview:

m 1/4” m 1/2” m 17
MODEL: WB01P-HXS-XXX MODEL: WA05X-XXX MODEL: WA1XX-XXX

m 1 m 1-1/2” m 1-1/2”
MODEL: WB10X-XXS-XXX MODEL: WA1T3-XXX MODEL: WB15X-XXS-XXX

A
v

. > . 3
MODEL: WB20X-FXS-XXX MODEL: WB30P-XXS-XXX

B
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1/4" WB NON-METALLIC Models
MODEL: WB01P-HXS-XXX

SPECIFICATION:

Ratio:

Maximum Flow:
Displacement per cycle:
Air Inlet (Female):

Fluid Inlet/Outlet Hybrid:

Max. operating pressure psi (bar):
Suspended solids max. dia. in.(mm):
Weight Ibs (kg):

Maximum dry suction lift ft(m) :
Sound Level:
Muffler:

11

5.3 g.p.m. (20) l.p.m.

0.019 Gallons (0.072 Liters) )
1/4 - 18 PTF SAE Short /
Internal Thread 1/4"NPTF/BSPT

External Thread 3/4” - 14 NPTF/BSPT !
125 (8.6)

1/16” (1.66)

2.86 (1.3) Polypropylene

3.88 (1.76) PVDF

15 (4.6)
70 PSI 60 Cycles/Min
Integral, Included

62.3 db(A)

MODEL DESCRIPTION & ORDERING:

Position 1 2

Position 1
Model
Series

Position 2  Position 3

Center
Section

Fluid
Connections

WBO01- Standard| E - Conductive | H - 1/4” NPT
Pump Polypro- BSP hybrid
pylene
P - Polypro-
pylene

3 4 5 6 7 8
Position4  Position 5
Wetted
Parts Hardware
D - Groundable S - Stainless | D - Acetal A - Santoprene® A - Santoprene®
Acetal* Steel K- PVDF C - Hytrel® C - Hytrel®
E - Groundable P - Polypropylene G - Nitrile G - Nitrile
Acetal* (Multiple 0 - Polypropylene J - Nitrile T- PTFE
port) (Flex-Check (Flex-Check only)
K - Kynar PVDF spacen* K - EPR (Flex-Check only)
L - Kynar PVDF 1 - Acetal (Flex-Check | L - Viton® (Flex-Check
(Multiple port) spacen)* only)
P - Polypropylene 2 - PVDF (Flex-Check | N - Neoprene

R - Polypropylene
(Multiple port)

spacen)*

(Flex- Check only)
T-PTFE

Hytrel® is a registered trademark of DuPont company, Santoprene® is registered trademark of Monsanto and

Viton® is a registered trademark of ExxonMobil
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1/4" WB NON-METALLIC Models
MODEL: WB01P-HXS-XXX

“R" Material Outlet (External THD.)
“S” Material Outlet (Internal THD.)

“T”Material Inlet
(Internal THD.)
- J

%

Q" Air Inlet “U"” Material Inlet (External THD.)

K
DIMENSIONS
Dimensions shown are for reference only, they are displayed in inches and millimeters (mm).
A-7.2"(182 mm) H-1.9"(48.6 mm) |Q-1/4-18 PTF SAE Short

B - 3.9"(100.0 mm) J-24"(61 mm) R- 3/4-14 NPTF
C-4.6"(117.0 mm) K-3.97(99 mm) |S-1/4 NPTF/BSPT Hybrid

D-6.8"(173.0 mm) L-2.1"(53mm) |T-1/4 NPTF/BSPT Hybrid
E-0.3"(8.8 mm) M-3.2"(81 mm) |U-3/4-14 NPTF
F-6.1"(156 mm) V- 1/4 NPTF

G- 0.8"(20.7 mm)

PERFORMANCE CURVE:

AIR CONSUMPTION IN SCFM

‘ ‘ 60 o Lo osarsa AIR CONSUMPTION IN LITERS PERSECOND |

Performance based on water at \ i “ ‘

ambient temperature . | | Performance based on water at 1

| | ambient temperature
50 |
< ‘?"6 \ 14
= a O
@ = a k
=3 0 W S 12
a uw I e
] Z w [
T ) 9 i
w g s 5 10
2 NPSHr 5 I NPSHr
; 30 g 2, .
% o« a P
- - e
3 g E |
2 H e 3 N 6
'é 20 N
) 3»8‘8’ .
S > < s 10 1 bor s 2
i L S 0 4
e 0 4 8 12 16 20 2
0 0 CAPACITY IN LITERS PER MINUTE

0 1 2 3 4
CAPACITY IN U.S. GALLONS PER MINUTE

NPSH REQUIRED IN METERS
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1/2" NON-METALLIC AIR OPERATED DOUBLE DIAPHRAGM PUMP
MODEL: WA05X-XXX

SPECIFICATION:

Air Inlet(female): 1/4"BSPT(1/4"NPT Available On
Request)

Fluid Outlet: Rp1/2", Or 1/2" NPT
Fluid Inlet: Rp1/2", Or 1/2" NPT
Maximum Flow Rate: 13GPM(49.2LPM)
Max.Operating Pressure: 100psi(6.9bar)
Suspended Solids Max. Dia: 3/32"(2.4mm)
Weight: Polypropylene 7.2 1bs(3.3kQ)

PVDF 9.5Lbs(4.3kg)
Sound Level:70psi 60 cycles/min. 71.1db(A)

MODEL DESCRIPTION & ORDERING:

1

Position 2 3 4 5

Position 1 Position 2 Position 3 Position 4 Position 5
Center Body Fluid Caps Maniflod Mat. Seat Material Ball Check Material I\Dni:tr::ir:lgm
Base Mode 3-Polypropylene 0-Duckbill 1-Neoprene 1-Neoprene
6-Groundable Acetal 2-Stainless Steel|2-Nitrile 2-Nitrile
7-PVDF 3-Polypropylene |3-Viton 3-Viton
4-PVDF 4-PTFE 4-PTFE/Santoprene
J-Polypropylene ™ g acetal 5-E.P.R. 5-E.P.R.
H-Groundable Acetal* 8-Polyurethane 8-Polyurethane
K-PVDF* A-Stainless Steel  |9-Hytrel
* single piece manifold
E-Santoprene B-Santoprene

ACCESSORIES:

Service Repair Kit | WA637141(air section)
WA637140-XX(fluid section)
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1/2" NON-METALLIC AIR OPERATED DOUBLE DIAPHRAGM PUMP
MODEL: WA05X-XXX

DIMENSIONS: PERFORMANCE CURVE:

1/2 Non-Metallic Dimensions and Flow Charts

A =
. &2 s 216 20 AIR CONSUMPTION IN SCFM
E 100 = —
M \ \ \ \ Performance based on water|
|| ’00 \ lat ambient temperature.
I 200 iy \\ \ \
\ 3 \ \
[ : \ \ \
T T 75 =+ 375
T X VNN \
£ 150+ [ A
\ \ \
£ *\‘\70% \ N\ AN
q R 3 g 5 \ AN N N
H 50 \\ < N NPSH 15
H s AN AN \
5 : 1001 [ \\ \ N \\\ \
| N \ Q
40 \, N\,
A "-5{-\\ NN
s ¥’ T 125
: 4 50+ | AN AN N N N
| N OB
AN AN \
Al = \\\ \\\
oL o . . . . n h 1,
0 2 4 6 8 10 12 14
| | CAPACITY IN U.S. GALLONS PER MINUTE
-
L ) 6 8 10 AIR CONSUMPTION IN LITERS / SEC
T [T Ay T
\ Performance based on water
K g9, \
C ;ll\@ \ \ at ambient temperature.
6 |+ T T2
\ o+ “F \ LN
G [ \
J N2 1anpT LN N N
Material Inlet H g 1, \ \ N \
48 \
1/2- 14 N.P.T Material Outlet & -~ 2oar \ N N
4 B N
£ a0 4 < N 8
g E \ N N
s \ \ N AN N NPSH,
= I \
§ I \ \\\ AN AN \
By \ NN N
=7 M= i ar\ N \ N
20+ 2 N T4
N \ N
AN ~, BN N,
[ N
y O—O | g p N SO
/ﬁ )5 ﬁ\ 5 \\\ N N \§
- S \
-—m ol o b NS Huﬁ\l - s N
L u LI | B~ 0 10 20 30 2 50
M B \q B/ FLOW RATE (LITERS / MIN.)
A HOLO OB T
N L |
1/4-18 N.P.T Air Inlet NOTE: Loosening these

fasteners will allow Inlet/
Outlet to rotate

NOTE: Dimensions are shown in inches and (mm) and are supplied for reference only.

A - 8155(207.1mm) E - 6.467(164 mm) J 8445 (215 mm)

B - 10.051(255mm) F - 6.000(152 mm) K 0.312 (8 mm)

C - 6.135(155.8 mm) G - 4.812(1222mm) L - 11.331(288mm)

D - 2.005(51 mm) H - 5.500(140 mm) M 11.084 (282 mm)
N - 6.040(153 mm)
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1" WA NON-METALLIC Models
MODEL: WA1XX-XXX

SPECIFICATIONS:

Air Inlet(female): 1/4"BSPT(1/4"NPT Available On
Request)

Fluid Outlet(female): Rp1", 1"NPT, Or 1" ANSI/DIN
Flange

Fluid Inlet(female): Rp1", 1"NPT, Or 1" ANSI/DIN
Flange

Maximum Flow Rate: 47GPM(177.9LPM)
Max. Operating Pressure: 120psi(8.3bar)
Suspended Solids Max. Dia.: 1/8"(3.2mm)
Maximum Dry Suction Lift: 15feet(4.6m)
Weight: polypropylene 20.3 Ibs(9.2kg)

PVDF 26.2 Ibs(11.9kQ)
Sound Level:70psi 60 cycles/min. 64.5db(A)

MODEL DESCRIPTION & ORDERING:

Position 1 2 3 4 5
Example: WA1X
Position 1 Position 2 Position 3 Position 4 Position 5
Center Fluid Caps Seat Ball Check Diaphragm
Body Manifold Mat. WEIEE] Material WEIE]
A - Aluminum 3 - Polypropylene Flange ) 1 - Neoprene 1 - Neoprene
B - Cast Iron (3-piece manifold) 2- 316 Stainless Steel ) .p 2 - Nitrile
4- PVDEEI 3 - Polypropylene 2- Nitrile
- - Flange 4-PTFE 4-PTFE/Santoprene
(3-Piece manifold) 4 - PVDF (Kynar) 5-EPR
F - Polypropylene Flange Hard 400 Stainless Steel | 9 ~E-P.R. T
(one-piece manifold) 8 - Polyurethane 6 - Composite PTFE
J - Polypropylene N.P.T. A - 316 Stainless Steel M - Medical Grade
threads (one piece C - Hytrel B - Santoprene
manifold) E - Santoprene
L - Polypropylene BSP threads M - Medical Grade
(one-piece manifold) Santoprene

ACCESSORIES:

Service Repair Kit | WA637118-C(air section)
WAG637161-XX-C(fluid section)

N
o
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1" WA NON-METALLIC Models
MODEL: WA1XX-XXX

DIMENSIONS: PERFORMANCE CURVE:

Outlet N Bolt Circle 5 71;25 5 15 z\n 3? 40 45 AIR CONSUMPTION IN SCFM
= [ \ vy Performance based on water
(Y \ \ \\ at ambient temperature.
2504— ; \ \\ \\ \\ N
10 I \\ \’~’0ps/ N N
£ 2001~ \E\'\\%}o&/ \\\ \\ \\\
£ BT S~ NPSH,
%150— li”"s/ NN N \\\\\
May be tapped § 1001— \\\@ \\\ N - ™ \\\ N :\\
ol % < > \11\\\\:\: e
oL o "“-—~—X:§3§§'
0 10 20 30 40 50
CAPACITY IN U.S. GALLONS PER MINUTE
(WA1X3-X) 1” AN.S.. Flange E . EE-‘ 331216 22 AR CONSUMPTION IN ITERS | SEC
(WAIXE-X) 1” AN.S.I. | DIN Flange : \‘ \\ \\ \\\\\ ;e;:::\xc‘:ﬁzﬁ; :’r;_walev
(WAIXJ-X) 1 - 11-1/2 N.P.TF.- 1 wl s ;\\\\ : AN
E (WAIXL-X) 1-11 BS Rp . ‘\ ‘\ \ \\ \\
j K r A g . ! ‘s.;la\Aa \\ ) \\\
£ RN NN NPSH,
2 q | 69BAR
Z 48BAR \
2 a0
D\ ol 2 [~ 2.8BAR
© 0= 0% 40 80 120 — ;;so\ 200
FLOW RATE (LITERS / MIN)
F O) O
1 1
L]
wt L e ]
H C
1/4 - 18 N.P.T. Air Inlet X
DIMENSIONS
WA1XJ-X
WA1X3-X WA1XL-X WA1XF-X
A 12-21/32” (321mm)  13-5/32” (334 mm) A 13-5/32” (334 mm)
B 13-25/32” (349 mm)  13-25/32” (350 mm) B 13-25/32” (350 mm)
C  10-116” (255mm)  10-1/16” (255 mm) C  10-1/16” (255 mm)
D 2-3/8” (60 mm) 2-11/32” (59 mm) D 2-11/32” (59 mm)
E  81/16” (204 mm) 8-1/16” (204 mm) E  81/16” (204 mm)
F 16” (406 mm) 14-13/16” (376 mm) F 16” (406 mm)
G  5-1/32” (128 mm) 5-1/32” (128 mm) G 5-1/32” (128 mm)
H  6-9/32” (160 mm) 6-9/32” (160 mm) H  6-9/32” (160 mm)
J 7/16” (11 mm) 7/16” (11 mm) J 7/16” (11 mm)
K 15/16” (23 mm) 2” (51 mm) K 1-1/32” (26 mm)
L 2-9/32” (57 mm) L
M 1/2” (13 mm) 1/2” (13 mm) M 1/2” (13 mm)
N 3.140” (80 mm) N 3.140” (80 mm)
WA1XK-X
WA1XN-X

IS
NPSH REQUIRED IN METERS
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1" WB NON-METALLIC Models
MODEL: WB10X-XXS-XXX

SPECIFICATION: "

Ratio: 1:1

Maximum GPM (LPM): 53 (200)
Displacement per cycle Gallons (Liters): 0.226 (0.86)
Air Inlet (Female): 1/4-18 N.P.T.

Fluid Inlet/Outlet: 17 AN.S.I./DIN flange

Max. operating pressure psi (bar): 120 (8.3)

Suspended solids max. dia. in.(mm): 1/8" (3.2)

Weight Ibs (kg): Polypropylene, Side Ported ~ 19.87 (9.01)
PVDF, Side Ported 27.15(12.32)

Maximum dry suction lift ft(m) : 19 (5.7)

Sound Level:

]

70 PSI - 60 Cycles/Min  79.7 db(A) i =

MODEL DESCRIPTION & ORDERING:

fl

Position 1 2 3 4 5 6 7 8
Example: X
Position 1 Position 2 Position 3 Position 4 Position 5
Model Center Wetted
SENES Section Connections Parts Hardware
i E - Conductive F-17ANS.L/DIN | E- Conductive 5-55 H-4405s | A-Santoprene®| A - Santoprene?|
WB10 %ﬁ;ﬂard Polypropylene Flange (Side) Polypropylene* (Hard) (C; H};ﬁr_f” C - Hytrel®
P - Pol | K - PVDF _ - Nitrile G-Buna—N.
olypropylene ooty K - PVDF T- PTFE@ - Long-Llfe
ypropy p- Pr(())ly—Iene V - Viton PTFE
propy M - Med.
S-3165S Grade
Santoprene®
T-PTFE/
Santoprene®
V - Viton®

Hytrel® and Viton® are registered trademarks of the DuPont company. Santoprene® is a registered trademark of Monsanto Company,
licensed to Advanced Elastomer Systems, L.P.

¥ Accessories

Service Repair Kits:

AIR MOTOR FORWB10P: WB637397;

FLUID SECTION: WB637396-XX;

MAJORAIR VALVE ASSEMBLY: WB637395-X;
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1" WB NON-METALLIC Models
MODEL: WB10X-XXS-XXX

1” AN.S.L./ DIN Flange Air Inlet 1/4 - 18 N.P.T.
A

HPH

\7/

A\
G Outlet ??
J%aé o

TInla
N

/)

f.)‘
1\
/

D,

>/ 5
He

(

=

=

San®

\

: 16-1/327(407.3mm)
: 6-31/32"(176.6mm)
© 16-1/32"(407.3mm)
: 8-1/32"(203.4mm)

- 7/16"(11.1mm)

: 4-1/16"(103mm)

: 10-1/16"(255.3mm)
16-1/32"(407.3mm)

E: 11-1/32”(279.5mm)
F: 8-5/16"(211.1mm)
B: 13-25/32"(349.8mm)
D: 2-11/32"(59.4mm)
M: 1/2"(12.7mm)

H: 5-1/32"(127.6mm)
J: 6-9/32"(159.6mm)

TOOXRZOIT>

PERFORMANCE CURVE:

B 4
3 g <
B gy 5520304050 AIR CONSUMPTION IN SCFM w00 1: (2 7 10 14 18 23 AIR CONSUMPTION IN LITERS / SEC
H - _
120psi. Vo \ Performance based on water | o \ \ -
= B VY \ \ at ambient temperature. | Vo \ \ Performance based on water
% 250 H\ \ \ \ ! \ \ \ at ambient temperature.
o L \ \ \ ‘o \
v 100 3 \ 83barl | \ \
100 p.s.i. \ \ \ 80— 8 \ \ \
£ [ \ vy a i T R \
5 2000 [ VI RN s i VoY \
o | ! \ \ \ T - 6.9 bar \ \ \\ \
Q = AN : 5 ! 7375 ] 60— 6 >'|\ \ \ \ \ 12
u -\ \ \ \ \ NPSH, [ [T \\\\ N T
u 150 7o p\_ i L \ N § \ L \\ N \ NPSH, g
© \ \ \ @ - \ =
< o \ UV NG O a [48bar  \ | ™\ \ g
o 50 v N \ T 25 i 0 4 \ \ \ \ \ \ g Z
@ = r \ LN 3 \ 5 \ \ \ o
a 1o ) \ 6 B R \ g
2 40 p.s.i. \ \\ = Y N\ \ €
[ \

5 I \ \ N ™\ 2.8 bar N g
3 | 25 N N -+ 125 | \ \ < x

or N NIEERNRNY o2 A ‘3

§< ~ ~ \\\ ~ i \\ \ z
[ AN ~— i ~ <2l
oo\\\\o i . .
7 0L 0 e ] I e T R T el ————————— 0
0 10 20 30 40 50 60 0 45 90 135 180 225
CAPACITY IN U.S. GALLONS PER MINUTE FLOW RATE (LITERS / MIN)



www.nuodeanfluid.com W Series sales@nuodeanpump.com NG ]

1-1/2" WA NON-METALLIC Models
MODEL: WA1T3-XXX

SPECIFICATIONS:

Air Inlet(female): 1/2"BSPT(1/2"NPT Available On
Request)

Fluid Outlet(female): 1-1/2" ANSI/DIN Flange
Fluid Inlet(female): 1-1/2" ANSI/DIN Flange
Maximum Flow Rate: 100GPM(378.5LPM)

Max. Operating Pressure: 120psi(8.3bar)
Suspended Solids Max. Dia.: 1/4"(6.4mm)
Maximum Dry Suction Lift: 14feet(4.27m)
Sound Level:70psi 60 cycles/min. 77.7db(A)

MODEL DESCRIPTION & ORDERING:

Position 1 2 3 4 5
Example WA1X

Position 1 Position 2 Position 3 Position 4 Position 5
Center Fluid Caps Seat Ball Check Diaphragm

Body Manifold Mat. WEIEE] Material WEIE]
T - Aluminum 3 - Polypropylene Flange 9 - 316 Stainless Steel 1 - Neoprene 1-Neoprene
U- Cast Iron (3-piece manifold) 3 - Polypropylene 2 - Nitrile 2- Nitrile
4-P.V.D.F(Kynar) 4 - PVDF (Kynar) 3-Viton 3 -Viton
8 - Hard 400 Stainless Steel | 4-PTFE 4-PTFE[Santoprene
5-E.P.R. 5-EPR
8 - Polyurethane 6 - Composite PTFE
C - Hytrel 9-Hytrel
E - Santoprene B-Santoprene

ACCESSORIES:

Service Repair Kit | WA637118-C(air section)
WAG637165-XX-C(fluid section)
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1-1/2" WA NON-METALLIC Models
MODEL: WA1T3-XXX

DIMENSIONS: PERFORMANCE CURVE:

All dimensions are given in inches and millimeters (mm).
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SPECIFICATION:

Ratio:

1

Maximum GPM (LPM):

Displacement per cycle Gallons (Liters):

Air Inlet (Female):
Fluid Inlet/Outlet:

Max. operating pressure psi (bar):
Suspended solids max. dia. in. (mm):

Weight Ibs (kg):

Maximum dry suction lift ft (m) :

Sound Level:

-1/2" WB NON-METALLIC Models

MODEL: WB15X-XXS-XXX

1:1

123 (465)
0.617 (2.34)
1/2-14NPT.
1-1/2” AN.S.I./DIN flange (side or center)
120 (8.3)

1/4” (6.4)

Polypropylene, Side Ported
PVDF, Side Ported

42.6 (19.3)
63.9 (29)

14 (4.2)

70PSI 60 Cycles / Min  81.0 db(A) _‘ <

Position

Example:

Position 1

Model
SIS
WB15- Standard

Pump

1 2 3 4 5 6 7 8
Position 2  Position 3 Position 4  Position 5
Center Wetted
Section Connections Parts Hardware
E - Conductive| F-1-1/2" E - Conductive H-440SS | A-Santoprene®| A - Santoprene”|
Poly- ANS.I./DIN Polypropylene* (Hard) | C-Hytrel® C - Hytrel®
propylene Flange (Side) | K - PVDF K - PVDF G - Nitrile G - Buna-N
P - Poly- P - Polypropylene P - Poly- S-3165S L - Long-Life
propylene propylene| T - PTFE PTFE
S-316SS | V-Viton® M - Medical
Crade
Santoprene?
T-PTFE/
Santoprene®
V - Viton®

Hytrel® and Viton® are registered trademarks of the DuPont company. Santoprene® is a registered trademark of Monsanto Company,
licensed to Advanced Elastomer Systems, L.P.

¥ Accessories

Service Repair Kits:
AIR MOTOR FORWB15P: WB637389;

FLUID SECTION: WB637391-XX;

MAJORAIR VALVE ASSEMBLY: WB637390-X;



www.nuodeanfluid.com

W Series

sales@nuodeanpump.com

FUODEAN

1-1/2" WB NON-METALLIC Models

1-1/2" AN.S.I./ DIN Flange

TOTAL DISCHARGE HEAD (2.31 FT = 1 PSI)

CTOWOTMmM®
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PERFORMANCE CURVE:
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2" WA NON-METALLIC Models
MODEL: WA2A3-XXX

SPECIFICATIONS:

Air Inlet(female): 1/2"BSPT(1/2"NPT Available On
Request)

Fluid Outlet(female): 2" ANSI/DIN Flange
Fluid Inlet(female): 2" ANSI/DIN Flange
Maximum Flow Rate: 145GPM(548.8LPM)

Max. Operating Pressure: 120psi(8.3bar)
Suspended Solids Max. Dia.: 1/4"(6.4mm)
Maximum Dry Suction Lift: 14feet(4.27m)
Sound Level:70psi 60 cycles/min. 77.7db(A)

MODEL DESCRIPTION & ORDERING:

Position 1 2 3 4 5

Example WA2X X -

Position 1 Position 2 Position 3 Position 4 Position 5
Center Fluid Caps Seat Ball Check Diaphragm
Body Manifold Mat. WEIEE] Material WEIE]

A -Aluminum 8- Polypropylene Flange | 5 _ 346 stailess Steel 1- Neoprene ! - Neoprene
B - Castlron (3-piece manifold) 3 - Polypropylene 2 - Nitrile 2- Nitrile
4-P.V.D.F 4 - PVDF (Kynar) 3 - Polypropylene 3 -Viton
8 - Hard 400 Stainless Steel | 4-PTFE 4-PTFE/Santoprene

5-E.P.R. 5-EPR
8 - Polyurethane 6 - Composite PTFE
C - Hytrel 9-Hytrel
E - Santoprene B-Santoprene

ACCESSORIES:

Service Repair Kit | WA637118-C(air section)
WAG637165-XX-C(fluid section)
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FUODEAN

2" WA NON-METALLIC Models
MODEL: WA2A3-XXX

DIMENSIONS: PERFORMANCE CURVE:

All dimensions are given in inches and millimeters (mm).
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2" WB NON-METALLIC Models
MODEL: WB20X-FXS-XXX

SPECIFICATIONS:

Ratio: 1:1

Maximum GPM (LPM): 184 (696)

Displacement per cycle Gallons (Liters): 1.4 (5.3)

Air Inlet (Female): 3/4-14NP.T.

Fluid Inlet/Outlet: 2”7 A.N.S.I./DIN flange (side)

Max. operating pressure psi (bar): 120 (8.3)

Suspended solids max. dia. in. (mm): 1/4" (6.4)

Weight Ibs (kg): Polypropylene 85.3 (38.7)
PVDF 110.9 (50.3)

Maximum dry suction lift ft (m): 14 (4.2)

Sound Level: 70 PSI 60 Cycles/Min  85.0 db(A)

MODEL DESCRIPTION & ORDERING:

Position 1 2 3 4 5 6 7 8

Example: WB20 X - F

Position 1 Position 2 Position 3 Position 4 Position 5
Model Center Wetted
Series Section Connections Parts Hardware
WB20 - Standard | E - Conductive| F - 2” AN.S.I./DIN| E - Conductive | S - SS K - PVDF A - Santoprene®|A - Santoprene®
Pump Poly- Flange (Side) Polypro- P - Poly- C - Hytrel® C - Hytrel®
propylene pylene* propylene| G - Nitrile G - Buna- N
P - Poly- K - PVDF T-PTFE |L- FL#;E'WE
propylene P - Polypro- V - Viton M - Medical
pylene Crade
Santoprene’
T- PTFE/
Santoprene®
V - Viton®

Hytrel® and Viton® are registered trademarks of the DuPont company. Santoprene® is a registered trademark of Monsanto Company,
licensed to Advanced Elastomer Systems, L.P.

¥ Accessories

Service Repair Kits:

AIR MOTOR FORWB20P: WB637369;

FLUID SECTION: WB637373-XX;

MAJOR AIR VALVE ASSEMBLY: WB637374-X;
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TOTAL DISCHARGE HEAD (2.31 FT =1 PSI)

Air Inlet 3/4 - 14 N.P.T.

2" WB NON-METALLIC Models
MODEL: WB20X-FXS-XXX
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3" WB NON-METALLIC Models
MODEL: WB30P-XXS-XXX

SPECIFICATIONS:

Ratio 1:1
Maximum GPM (LPM): 285 GPM (1079 LPM)
Air Inlet: 3/4-14 NPT

Fluid Inlet / Outlet

3” DIN/ANSI Flange

Max. operating pressure psi (bar):

120 psi (8.3 Bar)

Suspended solids max. dia. in. (mm):

3/8” (9.5mm)

Weight Ibs (kg):

Polypropylene 170 Ibs (77.11 kg)
PVDF

242 |bs (109.77 kqg)

Maximum dry suction lift ft (m):

20.5 ft. (6.3m)

Sound Level:

70 PSI

60 Cycles/Min. 85.3 db(A)

Muffler Included:

67389

MODEL DESCRIPTION & ORDERING:

Position 1 2 3 4 5 6 7 8
Position 1 Position 2 Position 3 Position 4 Position 5
Model Center Wetted
Series Section Connections Parts Hardware
WB30- Standard | P - Poly- D - 3" ANSI K - PVDF S-S5 K - PVDF A - Santoprene®| A - Santoprene®
Pump propylene 4-hole flange | P - Poly- P - Poly- C - Hytrel® C - Hytrel®
F - 3" DIN 8-hole propylene propylene | G- Buna- N G- Buna-N
flange T-PTFE L - Long-Life
V - Viton® PTFE
T-PTFE/
Santoprene®

Hytrel® and Viton® are registered trademarks of the DuPont company. Santoprene® is a registered trademark

of Monsanto Company, licensed to Advanced Elastomer Systems, L.P.
¥ Accessories

Service Repair Kits:
AIR MOTOR: WB637369;
FLUID SECTION: WB637447-XX;

MAJORAIR VALVE ASSEMBLY: WB637374;
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TOTAL DISCHARGE HEAD (PSIG)
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Metallic Air Operated Double Diaphragm Pump Overview:

. 1/2” . 1 ” . 1 ”
MODEL: WB0O5P-XXS-XXX MODEL: WA1XX-XXX MODEL: WB10X-XXX-XXX

m 1-1/2" m 1-1/2" m 2
MODEL: WA15X-XXX THRU WA18X-XXX MODEL: WB15X-XXX-XXX MODEL: WA25X-XXX and WA27X-XXX

m 2 m 3 s 3
MODEL: WB20X-XXX-XXX MODEL: WA30X-XXX and WA32X-XXX MODEL: WB30X-XXX-XXX
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1/2" WB METALLIC Models
MODEL: WB0O5P-XXS-XXX

SPECIFICATIONS:

Ratio:

Maximum Flow:
Displacement per cycle:
Air Inlet: (Female)

Fluid Inlet/Outlet:

Max. operating pressure:
Suspended solids max. dia.:

Weight: Ibs (kg)

11

13 g.p.m. (49.2 l.p.m.)
0.040 Gallons (0.15 Liters)

1/4 - 18 PTF. SAE Short

1/2 - 14 N.PTF. - 1
Rp 1/2 (1/2 - 14 BSP parallel)
100-psi (6.9-bar)

3/32-in. (2.4-mm)
WBO5P-XAS-XXX
WBO5P-XSS-XXX

Maximum dry suction lift: ft (m) 15 ( 4.5)
Sound Level:

70 PSI

60 Cycles/Min  71.1 db(A)

MODEL DESCRIPTION & ORDERING:

8.36 (3.8)
14.6(6.6)

Position

Example:

Position 1

Model
Series

WB05

P

1
WBO05

Center
Section

Polypropylene

2 3
Pl x x

Position 2 Position 3 Position 4 Position 5

4

Manifold

Connections Material

A-1/2-14

N.PTF - 1

B -Rp 1/2
(172 -14
BSP
parallel)

A - Aluminum
S - Stainless
Steel

5

S -

Hardware

S -Stainless
St eel

F - Aluminum
P -
Polypropylene
S -Stainless
Steel 316

A - Santoprene
G - Nitrile
S -Stainless

Steel
T - PTFE

V - Viton

A - Santoprene
G - Nitrile

T - PTFE/
Santoprene

V - Viton
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TOTAL DISCHARGE HEAD (2:31 FT = 1 PS)

1/2" WB METALLIC Models
MODEL: WB0O5P-XXS-XXX
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Dimensions shown are for reference only, they are shown in inches and millimeters (mm).
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Request)

1" WA METALLIC Models
MODEL: WA1XX-XXX

SPECIFICATIONS:

Air Inlet(female): 1/4"BSPT(1/4"NPT Available On

Fluid Outlet(female): 1"BSPT Or 1"NPT
Fluid Inlet(female): 1"BSPT Or 1"NPT
Maximum Flow Rate: 35GPM(133LPM)

Max. Operating Pressure: 120psi(8.3bar)

Suspended Solids Max. Dia.: 1/4"(6.4mm)
Maximum Dry Suction Lift: 20feet(6.1m)
Weight:WA100-X-C(aluminum)19 Ibs(8.6kg)
WA101-X-C(stainless steel)36 Ibs(16.3kg)
WA102-X-C(Cast Ironl)31 Ibs(14.1kg)
Displacement Per Cycle: 0.16Gallons(0.60Liters)

Sound Level:70psi

50 cycles/min.

81.0db(A)

MODEL DESCRIPTION & ORDERING:

Position 1

Position 1

Center Body

0-Aluminum,NPT
1-Cast Iron, NPT
2-Aluminum,BSP

3-Cast lron,BSP

2

Position 2
Fluid Caps Maniflod Mat.

0-Aluminum(steel hardware)
1-SS(steel hardware)

2-Cast Iron(steel hardware)

9-SS,dual outlet(steel

hardware)
A-Aluminum(stainless

B-SS(stainless hardware)

C-Cast Iron(stainless

D-SS,dual outlet(stainless
hardware)

Position 3

Seat Material

1-Aluminum

2-316 Stainless
Steel

3-Polypropylene

4-PVDF(Kynar)

5-Carbon Steel
8-Hard 400
Stainless Steel

Position 4

Ball Check Material

1-Neoprene
2-Nitrile
3-Viton

4-PTFE
5-E.P.R.
6-Acetal

8-Polyurethane

A-Stainless Steel

C-Hytrel

E-Santoprene

Position 5

Diaphragm
Material

1-Neoprene
2-Nitrile
3-Viton

4-PTFE/Santoprene
5-E.P.R.
6-Acetal
9-Hytrel

B-Santoprene

ACCESSORIES:

Service Repair Kit | WA637118-C(air section)

WAB637119-XX-C(fluid section)
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NOTE:

1" WA METALLIC Models
MODEL: WA1XX-XXX

Material Outlet

1"NPT Or 1"BSPT

Air Exhaust

3/8"BSPT (3/8" NPT
available on request)

Air Inlet

1/4" BSPT (1/4" NPT
available on request)

J

DIMENSIONS

8-9/16” (217 mm) E 6-1/2" (165 mm)
119146’ (294 mm)  F 8 (203 mm)

4” (102 mm) G 12-1/2" (318 mm)
1-1/4” (32 mm)

Dimensions are shown in inches and (mm), supplied for reference only and are typically

rounded up to the nearest 1/16 inch.

Material Inlet
g

NPT Or 1"BSPT

H  6-1/4 (159 mm)
J  7-5/16’ (186 mm)
K 776" (11 mm)

r 30
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289125
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1" WB METALLIC Models
MODEL: WB10X-XXX-XXX

SPECIFICATIONS:

Ratio:

Maximum GPM (LPM):

Displacement per cycle Gallons (Liters):
Air Inlet (Female):
Fluid Inlet/Outlet:

Max. operating pressure psi (bar):

Suspended solids max. dia. in. (mm):

WBTOR-XAX-XXX
WBTOR-XCX-XXX
WBTOR-XHX-XXX
WBT0R-ASX-XXX,

Weight Ibs (kg):

1:1
52 (197)

0.232 (0.88)

1/4-18 N.P.T.

1-11-1/2 N.P.T.F-1, Rp1(1-11 BSP)

120 (8.3)
1/8" (3.3)
207 (9.4)
352 (16.0)
39.6 (18.0)
38.2(17.3)

WBT0R-BSX-XXX
WBIOR-FSX-XXX 43.9 (19.9)

Maximum dry suction lift ft(m):

Sound Level:

19 (5.7)
70 PSI

60 Cycles/Min

Note: Add 4.65 Ibs (2.11 kg) for aluminum air motor
Add 11.09 Ibs (5.03 kg) for stainless steel air motor

80.6 db

MODEL DESCRIPTION & ORDERING:

Position

Position 1
Model
Series

WB10- Standard
Pump

Position 2
Center
Section

A - Aluminum*

R - Poly-
propylene

S - Stainless
Steel*

Position 3

Connections

A - NPTF Thread

B - BSP Thread

F - 17 ANSI/DIN
Hybrid End
Flange with
Flat Face

Position 4 Position 5
Wetted
Parts

A - Aluminum*

C - Cast Iron

H - Hastelloy-C*

S - Stainless
Steel*

Hardware

P - Plated
Steel
S-SS

A - Santoprene®
C - Hytrel®

E - Carbon Steel
F - Aluminum

G - Nitrile

H - 440 SS

L - Hastelloy-C
S-3165S

A - Santoprene®
C - Hytrel®

G - Nitrile
S-3165S

T- PTFE

V - Viton®

A - Santoprene®

C - Hytrel®

G-Buna-N

L - Long-Life
PTFE

T-PTFE/
Santoprene®

V - Viton®

Hytrel® is a registered trademark of DuPont company, Santoprene® is registered trademark of Monsanto and

Viton® is a registered trademark of ExxonMobil

» Accessories

Service Repair Kits:

AIR SECTION: WB637397;

FLUID SECTION: WB637401-XXX( with seats);
MAJORAIR VALVE ASSEMBLY: WB637395-X;




www.nuodeanfluid.com

W Series

sales@nuodeanpump.com

FUODEAN

AirInlet 1/4-18 NPT

1" WB METALLIC Models
MODEL: WB10X-XXX-XXX

Air Inlet 1/4-18 NPT

1= 11-1/2 NPTF (WB10X-AXX-XXX)
1-11 BSP(WB10X-BXX-XXX)

Exhaust Port 3/4 - 14 NPT T

—  »

TOTAL DISCHARGE HEAD (2.31 FT = 1 PSI)

WB10X-ESX-XXX

A-1234"(313.4 mm)
B-11.56"(293.6 mm)
C-4"(101.6 mm)
D-1.25"(31.7 mm)

WBTOA-XXX-XXX
WB10R-XXX-XXX
WBT0S-XXX-XXX

WB10X-FSX-XXX

A-13.37"(339.5 mm)
B-12.92"(328.1 mm)
C-7"(1177.8 mm)

E - see below

F - see below

G-12.43"(315.7 mm)

H-6.25"(158.7 mm)
upn

D-2.57"(65.2 mm)
G-13.80"(350.5 mm)
K-0.4"(10.1 mm)

PERFORMANCE CURVE:

200

150

100

50

CAPACITY IN U.S. GALLONS PER MINUTE

J-7.31"(185.6 mm)
K-0.4"(10.1 mm)
L-1.5"(38.1 mm)
M-6.46"(164.0 mm)
g

8.12"(206.2 mm)
8.31"(211.0 mm)
8.18"(207.7 mm)

M-7.79"(197.8 mm)
N -9/32"(7.1 mm)
P-5.83"(148.0 mm)

-
=)

TOTAL DISCHARGE HEAD

NPSH REQUIRED IN FEET
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N - see below
P-5.84"(148.3 mm)
Q-12"(304.8 mm)
R - see below

Ry
14.03"(356.3 mm)

13.84"(351.5 mm)

Q-13.30"(337.8 mm)
R-13.83"(351.2 mm)

Material Outlet
[1" ANSI/DIN

Flange (Raised Face)
\WB10X-ESX-XXX)

Material Inlet

7}‘\1 ANSI/DIN

WBT0X-XAX-XXX
WB1T0X-XCX-XXX
WB10X-XHX-XXX
WBT0X-XSX-XXX

V-0.60"(15.2

NG
0.25"(6.3 mm
0.28" (7.1 mm
0.28"(7.1 mm
0.28"(7.1 mm

)
)
)
)

T-15.19"(385.8 mm)
U-0.63"(16.0 mm)

mm)

Flange (Raised Face,
see 'Detail A)

AIR CONSUMPTION IN LITERS / SEC

Performance based on water
at ambient temperature.

T 12
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s
4
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[ >
P S \\\ A 1
0 45 920 135 180 225

FLOW RATE (LITERS / MIN)

NPSH REQUIRED IN METERS
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1-1/2" WA METALLIC Models
MODEL: WA15X-XXX THRU WA18X-XXX

SPECIFICATIONS:

Air Inlet(female): 1/2"BSPT(1/2"NPT Available On

Fluid Outlet(female): 1-1/2"BSPT Or 1-1/2"NPT
Fluid Inlet(female): 1-1/2"BSPT Or 1-1/2"NPT
Maximum Flow Rate: 90GPM(340.7LPM)
Max. Operating Pressure: 120psi(8.3bar)
Suspended Solids Max. Dia.: 1/4"(6.4mm)
Maximum Dry Suction Lift: 19feet(5.8m)
Weight:WA150-X-C(aluminum)51.5 1bs(23.4kg)
WA151-X-C(stainless steel)84.5 1bs(38.3kg)
WA152-X-C(Cast Ironl)79.5 Ibs(36.1kg)
Displacement Per Cycle: 0.64Gallons(2.42Liters)

Sound Level:70psi

60 cycles/min.

80.5db(A)

MODEL DESCRIPTION & ORDERING:

Position| 1

Position 1

Center Body

5-Aluminum, NPT
6-Cast Iron, NPT
7-Aluminum,BSP

8-Cast Iron,BSP

2

Position 2
Fluid Caps Maniflod Mat.

0-Aluminum(steel hardware)
1-SS(steel hardware)

2-Cast Iron(steel hardware)

A-Aluminum,(stainless
hardware)

B-SS(stainless hardware)

C-Cast Iron(stainless

3

Position 3

Seat Material

1-Aluminum

2-316 Stainless
Steel

3-Polypropylene
4-PVDF(Kynar)
5-Carbon Steel

8-Hard 400
Stainless Steel

Position 4

Ball Check Material

1-Neoprene
2-Nitrile

3-Viton

4-PTFE

5-E.P.R.

6-Acetal
8-Polyurethane
A-Stainless Steel

C-Hytrel

E-Santoprene

Position 5

Diaphragm
Material

1-Neoprene
2-Nitrile

3-Viton
4-PTFE/Santopren

5-E.P.R.

6-Acetal
9-Hytrel

B-Santoprene

ACCESSORIES:

Service Repair Kit | WA637118-C(air section)
WAB637124-XX(fluid section)

)
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1-1/2" WA METALLIC Models
MODEL: WA15X-XXX THRU WA18X-XXX

DIMENSIONS: PERFORMANCE CURVE:

Material Outlet -
il 7]
2';9 1‘2"5 25 50 75 100 150 AIR CONSUMPTION IN SCFM
T T Ay A}
. (720 pgy \ \ \ ! Performance based on water
le—— 13-1/8"333 mm) N \ \ \ at ambient temperature.
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18-3/8" E[ Air Inlet »E NUAN ® 3
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1-1/2" WB METALLIC Models
MODEL: WB15X-XXX-XXX

SPECIFICATIONS:

Ratio: 1:1

Maximum GPM (LPM): 123 (466)
Displacement per cycle Gallons (Liters): 0.617 (2.34)
Air Inlet (Female): 1/2-14N.P.T.

Fluid Inlet/Outlet: 1-1/27-11-1/2 N.P.T.F-1, Rp1-1/2(1-1/2-11BSP)

1-1/2” ANSI/DIN hybrid flange

Max. operating pressure psi (bar): 120 (8.3)

Suspended solids max. dia. in.(mm): 1/4” (6.4)

Weight Ibs (kg): WB15R-XAX-XXX 37.7(17.1)
WB15R-XCX-XXX 73.2(33.2)
WB15R-XSX-XXX 61.2 (27.8)
WB15R-XHX-XXX 86.9 (39.4)

Note: add 2.14 Ibs (0.97 kg) for aluminum air motor section
add 18.14 Ibs (8.23 kg) for stainless steel air motor section

Maximum dry suction lift ft(m): 14(4.2)
Sound Level: 70 PSI 50 Cycles/Min  81.0 db(A)
Muffler Included: 350-568

MODEL DESCRIPTION & ORDERING:
« B - -

Position

1
WB15

Example:

Position 1 Position 2  Position 3 Position 4 Position 5
Model Center Wetted
SENES Section Connections Parts Hardware
WB15- Standard | A - Aluminum*| A - NPTF Thread | A - Aluminum* | P-Plated | A-Santoprene® | A - Santoprene®| A - Santoprene®
Pump R - Poly- B-BSP Thread | C- CastIron Steel C - Hytrel® C - Hytrel® C - Hytrel®
propylene S - Stainless | E - Carbon Steel | G - Nitrile G- Buna-N
S - Stainless S - Stainless Steel F - Aluminum S-3165S L - Long-Life
Steel* Steel* G - Nitrile T-PTFE PTFE
H - 440 Stainless | V - Viton® T-PTFE/
Steel Santoprene®
L - Hastelloy-C V - Viton®
S - 316 Stainless
Steel

Hytrel® is a registered trademark of DuPont company, Santoprene® is registered trademark of Monsanto and
Viton® is a registered trademark of ExxonMobil

» Accessories

Service Repair Kits:

AIR SECTION: WB637389;

FLUID SECTION: WB637375-XXX( with seats);
MAJORAIR VALVE ASSEMBLY: WB637390-X;
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1-1/2" WB METALLIC Models

MODEL: WB15X-XXX-XXX

(WB15X-AXX-XXX) 1-1/2 - 11-1/2 N.P.T.F. - 1
(WB15X-BXX-XXX) 1-1/2 - 11 BSP

AirInlet 1/2- 14 N.PT.

~

A
Q
\"7 iy bel
A - see below
R (&) B - 18-3/8"(466.7 mm)
Outlet C- 11-3/4"(298.5 mm)

D - 2-3/4"(69.9 mm)
E - see below
F- 10-1/4"(260.4 mm)

G- 19-5/8"(498.1 mm)
H- 9" (228.6 mm)
J- 10"(254.0 mm)
K- 1/2"(12.7 mm)
L- see below
M- 1/4" (6.4 mm)

N - 9-11/16" (246.0 mm)
P - see below
Q - see below
R-21-7/16" (543.9mm)
S - see below
T- see below

WB15 X-XAX-XXX
WB15 X-XCX-XXX

WB15 X-YSX-XXX

WB15A- XXX-XXX

1-1/2" AN.S.I./ DIN Flange

(WB15X-YXX-XXX)
Exhaust Po

WB15R - XXX-XXX
WB155S - XXX-XXX

«pr

rt 3/4-14 N.PT.

7-7/32"(183.4mm)

7-3/16"(182.6 mm)
7-3/16"(182.6 mm)
7-9/32"(185.0 mm)
7-9/32"(185.0 mm)

WB15A -XXX-XXX
WB15R -XXX-XXX
WB15S -XXX-XXX

METERS

WB15 X-XHX-XXX
WB15 X-ASX-XXX, -BS X

@
1-3/4" (44.5 mm)
1-3/4" (44.5 mm)
3-1/8"(79.4 mm)
1-3/4" (44.5 mm)
3-1/8"(79.4 mm)

apr
14-7/8"(377.8 mm)
14-5/8" (371.5mm)
14-9/16" (370.0 mm)
14-25/32"(375.5 mm)
14-9/16" (370.0 mm)

o
14-1/32" (356.2 mm)

13-27/32"(351.4 mm)

Q@ ugy
14-23/32"(373.9mm) 1/2" (12.7 mm)
14-1/2"(368.3 mm) 1/4" (6.4 mm)
14-1/2" (368.3mm) 1/4" (6.4 mm)

15/32"(11.4 mm)
15/32" (11.4 mm)

ey
14-1/32" (356.2 mm)

14-13/16"(375.5mm)
14-9/16" (370.0 mm)
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2" WA METALLIC Models
MODEL: WA25X-XXX and WA27 X-XXX

SPECIFICATIONS:

Air Inlet(female): 3/4"BSPT(3/4"NPT Available On
Request)

Fluid Outlet(female): 2"BSPT Or 2"NPT

Fluid Inlet(female): 2"BSPT Or 2"NPT

Maximum Flow Rate: 172GPM(651LPM)

Max. Operating Pressure: 120psi(8.3bar)

Suspended Solids Max. Dia.: 1/4"(6.4mm)

Maximum Dry Suction Lift: 27.2feet(8.3m)

Weight:WA2X0-XXX-C 65.21bs(29.6kg)
WA2X1-XXX-C 129.9 1bs(58.9kg)
WA2X2-XXX-C 124.3 1bs(56.38kgQ)

Displacement Per Cycle: 1.4Gallons(5.3Liters)

Sound Level:70psi 60 cycles/min. 85.3db(A)

MODEL DESCRIPTION & ORDERING:

Position 1 2 3

Position 1 Position 2 Position 3 Position 4 Position 5

Diaphragm
Material

Center Body Fluid Caps Maniflod Mat. @Seat Material Ball Check Material

5-Aluminum,NPT 0-Aluminum(steel hardware)|1-Aluminum
2-316 Stainless

1-SS(steel hardware) 2-Nitrile 2-Nitrile
Steel
7-Aluminum,BSP  |2-Cast Iron(steel hardware) 3-Vition 3-Vition
4-PVDF(Kynar) |4-PTFE 4-PTFE/Santoprene

A-Aluminum, (stainless 5-Carbon Steel [A-Stainless Steel

hardware)

B-SS(stainless hardware) 8-H.ard 400 C-Hytrel 6-Composite PTFE
Stainless Steel

C-Cast Iron(stainless

hardware) 9-Hytrel E-Santoprene 9-Hytrel
E-Santoprene B-Santoprene

G-Nitrile

ACCESSORIES:

Service Repair Kit | WA637434(air section)
WAG37432-XX(fluid section)
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2" WA METALLIC Models
MODEL: WA25X-XXX and WA27 X-XXX

DIMENSIONS: PERFORMANCE CURVE:
A
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B125 =
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DIMENSIONS

17-15/16"(455.1 mm) 26-3/8" (669.5 mm)

G 8-15/32"(214.6 mm)
24-3/4" (628.7 mm) H 9-1/16"(230.2 mm)

J

K

N

P 5-1/4" (133.4mm)
10-1/16" (255.6 mm) 10-1/16" (2556 mm) Q 8-13/32"(227.6 mm)
1-7/8" (47.6 mm) 9/16" (14.3 mm) R
3/4-14NPTF.-1 L 2"(50.8mm) S

13"(330.2mm) M 22-3/4"(577.3 mm)

“S” Inlet / Outlet
WA25-XXX-C  NPT2"
WA27-XXX-C  Rp2(2-11 BSP parallel)

NOTE: Dimensions are shown in inches and (mm), supplied for reference only and are typically
rounded up to the nearest 1/16 inch.

1-1/4 - 11-1/2N.PTF-1
(see below)

MmO N ® >
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2" WB METALLIC Models
MODEL: WB20X-XXX-XXX

SPECIFICATIONS:

Ratio: 1:1
Maximum GPM (LPM): 172 (657)
Displacement per cycle: 1.4 (5.3)

@ 100 psi Gallons (Liters)
Air Inlet (Female):
Fluid Inlet/Outlet (Female):

3/4-14NP.TF-1

WB20X-AXX-XXX-B: 2-11-1/2 N.P.T.F.-1
WB20X-BXX-XXX-B: Rp 2 (2 - 11 BSP parallel)
WB20X-FXX-XXX-B: 2" ANSI/DIN hybrid flange

Max. operating pressure psi (bar): 120 (8.3)

Suspended solids max. dia. in. (mm): 1/4” (6.4)

Maximum dry suction lift ft (m): 14 (4.2)

Sound Level: 70 PSI 50 Cycles/Min  85.0 db(A)

Weight Ibs (kg): AL-Aluminum, CI-Cast Iron, H-Hastelloy, SS-Stainless Steel

Air Motor Connection Wetted Pump Wgt Air Motor Connection Wetted Pump Wgt Air Motor Connection Wetted Pump Wgt

AL Thread AL 91.4(41.5) Poly Thread C 165(74.8) SS Thread AL 120.3 (54.6)
AL Thread Cl 147.4(66.9) Poly Thread SS 154 (69.9) SS Thread Cl 1763 (80)

AL Thread ~ SS 149.8 (68) Poly  Flange S5  146(662) S5 Thread S5 1787 (81.1)
AL Fange S5 1622 (73.6) S  Flange S5 191.1(86.7)

WB20R

MODEL DESCRIPTION & ORDERING:

Position 1 2 3

Position 1  Position 2 Position 3  Position 4 Position 5
Model Center Wetted
Series Section Connections Parts Hardware
WB20- Standard | A - Aluminum*| A - NPTF Thread | A - Aluminum* | P - Plated | A - Santoprene® | A - Santoprene®| A - Santoprene®
Pump R - Poly- B - BSP Thread | C - Cast Iron Steel | C- Hytrel” C - Hytrel° C - Hytrel®
propylene | F' - 2* ANSI/DIN 5-55 E - Carbon Steel |  _ jile G - Buna- N
S - Stainless Hybrid Center | S - Stainless F-Aluminum | ¢ 3166 L - Long-Life
Steel* Flange Steel* G- Nite T - PTFE PIFE
H - 440 SS N T-PTFE/
el K - Kynar/PVDF V- Viton Santoprene®
Stainless Steel L - Hastelloy-C V - Viton®
Pumps Only 5-3165S

Hytrel® is a registered trademark of DuPont company, Santoprene® is registered trademark of Monsanto and

Viton® is a registered trademark of ExxonMobil

¥ Accessories

Service Repair Kits:

AIR SECTION: WB637369(For WB20R and WB20Y), WB637421(For WB20A and WB20S);
FLUID SECTION: WB637309-XXX( with seats);
MAJORAIR VALVE ASSEMBLY: WB637374-X;
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3" WA METALLIC Models
MODEL: WA30X-XXX and WA32X-XXX

SPECIFICATIONS:

Air Inlet(female): 3/4"BSPT(3/4"NPT Available On
Request)

Fluid Outlet(female): 3"BSPT Or 3"NPT

Fluid Inlet(female): 3"BSPT Or 3"NPT

Maximum Flow Rate: 237GPM(897 LPM)

Max. Operating Pressure: 120psi(8.3bar)

Suspended Solids Max. Dia.: 3/8"(9.5mm)

Maximum Dry Suction Lift: 17.6feet(5.4m)

Weight:WA3X0-XXX-C 109.8 Ibs(49.8kg)
WA3X1-XXX-C 222.2 1bs(100.8kg)
WA3X2-XXX-C 213.11bs(96.7kg)

Displacement Per Cycle: 2.65Gallons(10.03Liters)

Sound Level:70psi 60 cycles/min. 86.3db(A)

MODEL DESCRIPTION & ORDERING:

Position 1 2 3

Position 1 Position 2 Position 3 Position 4 Position 5

Diaphragm
Material

Center Body Fluid Caps Maniflod Mat. Seat Material Ball Check Material

0-Aluminum,NPT 0-Aluminum(steel hardware)1-Aluminum

1-SS(steel hardware) ;t:? Stainless |5 \itrile 2-Nitrile

2-Aluminum,BSP 2-Cast Iron(steel hardware)
4-PVDF(Kynar) |4-PTFE 4-PTFE/Santoprene

A-Aluminum,(stainless

5-Carbon Steel |A-Stainless Steel
hardware)

8-Hard Stainless

B-SS(stainless hardware) Steel C-Hytrel 6-Composite PTFH

C-Cast Iron(stainless

hardware) 9-Hytrel E-Santoprene 9-Hytrel
E-Santoprene B-Santoprene
G-Nitrile G-Nitrile

ACCESSORIES:

Service Repair Kit | WA637434(air section)
WAG37433-XX(fluid section)
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3" WA METALLIC Models
MODEL: WA30X-XXX and WA32X-XXX

DIMENSIONS: PERFORMANCE CURVE:
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3" WB METALLIC Models
MODEL: WB30X-XXX-XXX

SPECIFICATIONS:

Ratio: 1:1

Maximum GPM (LPM): 275 (10471)
Displacement per cycle: 2.8(10.6)
@ 100 psi Gallons (Liters)
Air Inlet: (Female) 3/4-14N.P.T.F.
Fluid Inlet / Outlet (Female): 3”-8N.P.T.F
Rp 3 (3 - 11 BSP ANSI or DIN Center Flange)
Max. operating pressure psi (bar): 120 (8.3)
Suspended solids max. dia. in. (mm):  3/8(9.5)

Weight Ibs (kg): WB30A-XAX-XXX-C  129.5 (58.8)
WB30A-XCX-XXX-C ~ 221.1(100.3)
WB30A-AHX-XXX-C  249.4 (113.3)
WB30A-ASX-XXX-C ~ 228.3(103.8)
WB30A-FHX-XXX-C  269.4 (122.3)

WB30A-FSX-XXX-C 2452 (114.4)

Note: Add 40 Ibs (18.2 kg) for stainless steel air motor section
14 (4.2)
70 PSI

Maximum dry suction lift ft (m):

Sound Level: 50 Cycles / Min  83.0db(A)

MODEL DESCRIPTION & ORDERING:

Position 1 2 3 4 5 6 7 8

Position 1 Position 2  Position 3 Position 4 Position 5
Model Center Wetted
Series Section Connections Parts Hardware
WB30- Standard | A-Aluminum | A - NPTF Thread| A-Aluminum P - Plated | A - Santoprene®| A - Santoprene®| A - Santoprene®
Pump R - Poly- B - BSP Thread | C - Cast Iron Steel | C- Hytrel° C - Hytrel® C - Hytrel®
propylene | D' - ANSI 4-hole S - Stainless| E - Carbon G - Nitrile G - Buna- N
w/SS center S - Stainless Steel Steel T- PTFE L - Long-Life
Air Caps flange Steel* F - Aluminum | V - Viton® PTFE
S - Stainless | F'- DIN 4-hole G - Nitrile T - PTFE/
Steel* center H - 440 SS Santoprene?|
flange .
K - PVDF V - Viton®
" Stainless Steel L - Hastelloy
Pumps Only S-3165S

Hytrel® is a registered trademark of DuPont company, Santoprene® is registered trademark of Monsanto and
Viton® is a registered trademark of ExxonMobil

¥ Accessories

Service Repair Kits:

AIR SECTION: WB637369(For WB30R), WB637421(For WB30A and WB30S);
FLUID SECTION: WB637303-XXX( with seats);

MAJORAIR VALVE ASSEMBLY: WB637374-X;
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3" WB METALLIC Models
MODEL: WB30X-XXX-XXX
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Address: No.125-16 Tiegishan Road, Xifuzhen Subdistrict,
Chengyang District, Qingdao, Shandong, China
Tel: +86-532-66731226
Fax: +86-532-66731227
Mobile: +86-15192098891
E-Mail: sales@nuodeanpump.com
info@nuodeanpump.com

SN: NUODEAN-EN-W-202405
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